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Construction Resistance

Conductor: flaxiie red coppar conductor C1. &, Flame retardant and self extingulshi to:

acc o IEC 60228 IEg“EEEEE-LE and self extinguishing acc. to:
. DN VDE 0482 parl.266-2-4

Insulation: Silicone rubber compound r EN 50266.2-4

Colour cores: red + black IEC 60332-3-24

Stranding: in layers

Fire resistant acc. to:
IEC 60331-21

Wrapping: PET tape EN 50200 PH30

Sereen: elactrostatic screan of plastic and
aluminium tape + tinned drain-wire
Halogen-free ace. to:

Guter sheath: red (similar RAL 3000), DIN VDE 0482 part 267,

halogen frea compound EM 50267-2-1
IEC B0754-1 (equivalent DIN VDE 0472 part 815)

Corrosiveness of conflagration gases ace. to:
DM VDE 0482 part 267

EN 50267-2-2

IEC B0T54-2 (equivalent DIN VDE 0472 part 813)

Smoke density acc. to:

IEC 61034-1-2,
DIN VDE 0482 parl. 268-1-2,
EN 50268-1-2
TECHNICAL DATA FEATURES
Nominal voltage: 10co0 v Fire warning installation cable
Test voltage: 2RV
PH30: at 830 =C flame and shock for 30 minutes
Temperature range: =30°C up to + BOPC
instatation: -5°C up 1o + 60°C FE 180 insulation integrity for 180 min. ace. to IEC 60331-21
Min. Bancing radis: oxd Sultable for installation In a single conduit
or channel or bridge, withoul intarposing
separalors, wilh cabla system of Calegory 1°
marked “450750° or “0.6M1 kV" (as required by CEI-UMNEL 36762)
RoHS and CF approval
N. OF CORES Outer -@ Copper Cable
PART N. X CROSS SECTION ca.mm weight weight approx
X mm? +/-10% Kg/km Kg/km
491 608RMO20M0S 2505 5.7 9.6 ar
45160BRMO20MOT 2%0,75 63 16 48
A91608RAME20M 10 21 69 il 61
45160BRAMO20M15 215 L 28 75
491608AMO20M25 2K2 .5 B9 ES 108
491608RAMOA0M10 41 81 384 86
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