
THC225XIPIRA
TELECAMERA SPEED DOME 2MP 25X STARLIGHT IR PTZ NETWORK

Caratteristiche tecniche

Sensore

Zoom ottico

Rivelatori IR

Illuminazione minima

Numero di leds

IVS

Compressione video

Risoluzione video

Funzione NIGHT & DAY

Antivandalo

Ethernet

Archiviazione

Compatibilita browser

Smartphone

Porta RS485

Protocolli

Ingressi audio

Uscite audio

Ingressi allarme

Uscite allarme

Tensione nominale

Grado di protezione IP

Dimensione-φ

Dimensioni (A)

BOX DI GIUNZIONE

1/2.8” 2Megapixel STARVIS™ CMOS

25x

200mt max.

0,005Lux

6

Tripwire, Intrusion, Abandoned/Missing

H.265+/H.265/H.264+/H.264/MJPEG(Sub Stream)

1080P(1920×1080)/720P(1280×720)/ D1(704×576/704×480)/CIF(352×288/352×240)

Auto (ICR) / Colore / B/N

IK10

RJ-45 (10Base-T/100Base-TX)

NAS (Network Attached Storage),Local PC for instant recording, Micro SD card 256GB

IE, Chrome, Firefox, Safari

IOS, Android

1

DH-SD, Pelco-P/D (Auto recognition)

1

1

7

2

AC24V/3A(±25%), PoE+(802.3at)

IP67

209mm

338m

THJOIN120

• 1/2.8” 2Megapixel STARVISTM CMOS
• 25x zoom ottico
• Tecnologia Starlight
• Max. 50/60fps@1080P
• Auto-tracking e IVS • Lunghezza IR �no a 250m • Support PoE+
• IP67, IK10
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